 
PART 1 - GENERAL 
Superior clarity flat radiation shielding lead glass. Sizes up to 48" x 96" and thickness of 8mm(5/16"), 11mm(7/16") and 14mm(9/16"). For use in Medical, Industrial, Scientific, and Nuclear applications. 

1.1 ACCEPTABLE MANUFACTURERS 

Lead Glass shall be manufactured by, and all accessories and parts supplied by RX SERVICES. 

1.2 SUBMITTALS 

In accordance with conditions of the contract and Division I, submit six (6) copies of shop drawings for each type of Lead Glass. 

1.3 DESIGN 

Shielding properties and size of Lead Glass are to be determined by the Customer. 

1.4 PRODUCT HANDLING 

Units are shipped on crated. Use a pallet jack to move the crate. If the material is handled by fork lift, particular care is needed to prevent chipping or scratching. Unpack the material carefully. Remove the crate lid and one side. The contents can then be lifted out easily. Always lift lead glass, never slide it. 

1.5 WARRANTY 

The glass is warrantied for the life of original installation (interior use only). 

PART 2 - PRODUCTS 
2.1 MATERIAL 

Lead Barium type glass of high quality optical grade with over 60 percent heavy metal oxide, including at least 55% Lead Oxide. 

Lead Glass Thickness 
Thickness (mm) 8mm 11mm* 14mm* 

Thickness (in.) 5/16" 7/16" 9/16" 

Maximum Lead Equivalent (mm) 2.0 2.7 3.2 

Lbs. Lead Equivalent/sq. ft. 4.0 5.6 7.13 

Minimum Density (gm/cm) 4.36 4.36 4.36 

Weight (Lbs./sq. ft.) 7 9.83 12.5 

X-ray Peak Voltage (kV) 150 150 200 

Glass above 14mm is available upon request. 11mm & 14mm thickness requires a 14-week lead-time. 

Any size up to and including 48" x 96" is available. The following standard sizes are offered: 

12" x 10" 12" 16" 24" 

24" x 16" 18" 24" 36" 

36" x 36" 48" 60" 72" 84" 96" 

48" x 24" 36" 48" 60" 72" 84" 96" 

Opening size is 1/4" greater than glass size. Minimum cut width from glass size is 1". 
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